
ITEM DESCRIPTION ITEM QUANTITY UNITS 1 2 3 4 5

MISSISSIPPI

DEPARTMENT OF

TRANSPORTATION

APAC- MISSISSIPPI

INC.

163,710.10 207,395.85 0.00 0.00 0.00 0.00

Overlay US Highway 61 at Cain Ridge Rd. and Install Traffic Signal on US Highway 61 at

Dana Rd., known at Federal Aid Project No. STP-0009-02(064) /103094 & STP-0009-02(061) /

103875, in the County of Warren, State of Mississippi.

Warren

REF #

Clearing and Grubbing 0.000 LS 5,200.0000 0.0000 0.0000 0.0000 0.000010

Removal of Obstructions 0.000 LS 1,950.0000 0.0000 0.0000 0.0000 0.000020

Borrow Excavation, AH, LVM, Class B9 300.000 CY 5.0000 0.0000 0.0000 0.0000 0.000030

Standard Ground Preparation 700.000 SY 0.3500 0.0000 0.0000 0.0000 0.000040

Agricultural Limestone 1.000 T 315.0000 0.0000 0.0000 0.0000 0.000050

Combination Fertilizer, 13-13-13 1.000 T 1,260.0000 0.0000 0.0000 0.0000 0.000060

Superphosphate 1.000 T 380.0000 0.0000 0.0000 0.0000 0.000070

Seeding, Bermudagrass 3.000 LBS 255.0000 0.0000 0.0000 0.0000 0.000080

Seeding, Tall Fescue 2.000 LBS 65.0000 0.0000 0.0000 0.0000 0.000090

Seeding, Crimson Clover 2.000 LBS 65.0000 0.0000 0.0000 0.0000 0.0000100

Vegetative Materials for Mulch 1.000 T 315.0000 0.0000 0.0000 0.0000 0.0000110

Insect Pest Control 1.000 A 30.0000 0.0000 0.0000 0.0000 0.0000120

Temporary Silt Fence 200.000 LF 6.5000 0.0000 0.0000 0.0000 0.0000130

Temporary Erosion Checks 20.000 E 6.5000 0.0000 0.0000 0.0000 0.0000140

Granular Material, Class 5, Group C 1,017.000 T 20.0000 0.0000 0.0000 0.0000 0.0000150

Hot Mix Asphalt, HT, 9.5-mm mixture 58.000 T 90.0000 0.0000 0.0000 0.0000 0.0000160

Hot Mix Asphalt, HT, 19-mm mixture 501.000 T 72.0000 0.0000 0.0000 0.0000 0.0000170

Asphalt for Prime Coat, Cut-Back MC-70 or Emulsified 245.000 G 3.5000 0.0000 0.0000 0.0000 0.0000180

Temporary Traffic Stripe, Continuous Yellow, Type 1 875.000 LF 3.0000 0.0000 0.0000 0.0000 0.0000190

Standard Roadside Construction Signs, Less than 10 16.000 SF 8.5000 0.0000 0.0000 0.0000 0.0000200

Standard Roadside Construction Signs, 10 Square Feet or 80.000 SF 8.0000 0.0000 0.0000 0.0000 0.0000210

Barricades, Type III, Single Faced 36.000 LF 22.0000 0.0000 0.0000 0.0000 0.0000220

Free Standing Plastic Drums 50.000 E 83.0000 0.0000 0.0000 0.0000 0.0000230

Thermoplastic Detail Stripe, White 850.000 LF 5.5000 0.0000 0.0000 0.0000 0.0000240

Thermoplastic Detail Stripe, Yellow 875.000 LF 5.5000 0.0000 0.0000 0.0000 0.0000250

Thermoplastic Legend, White 300.000 SF 20.0000 0.0000 0.0000 0.0000 0.0000260

Red-Clear Reflective High Performance Raised Markers 17.000 E 78.5000 0.0000 0.0000 0.0000 0.0000270

Vehicle Loop Assemblies 906.000 LF 12.6000 0.0000 0.0000 0.0000 0.0000280

Shielded Cable, AWG #18, 4 Conductor 1,825.000 LF 1.6000 0.0000 0.0000 0.0000 0.0000290

Loop Detector Amplifier, Card Rack Mounted, 4 Channel 3.000 E 880.0000 0.0000 0.0000 0.0000 0.0000300

Traffic Signal Equipment Pole, Type III 2.000 E 10,250.0000 0.0000 0.0000 0.0000 0.0000310

Traffic Signal Heads, Type 1 6.000 E 660.0000 0.0000 0.0000 0.0000 0.0000320

Traffic Signal Heads, Type 3 2.000 E 800.0000 0.0000 0.0000 0.0000 0.0000330
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Traffic Signal Heads, Type 7 2.000 E 1,225.0000 0.0000 0.0000 0.0000 0.0000340

Solid State Traffic Actuated Controllers, Type 8A 1.000 E 12,000.0000 0.0000 0.0000 0.0000 0.0000350

Pullbox, Type 1 5.000 E 220.0000 0.0000 0.0000 0.0000 0.0000360

Pullbox, Type 2 3.000 E 430.0000 0.0000 0.0000 0.0000 0.0000370

Pullbox, Type 3 1.000 E 600.0000 0.0000 0.0000 0.0000 0.0000380

Electric Cable, Underground in Conduit, IMSA 20-1, AWG 130.000 LF 8.8000 0.0000 0.0000 0.0000 0.0000390

Electric Cable, Underground in Conduit, IMSA 20-1, AWG 775.000 LF 3.0500 0.0000 0.0000 0.0000 0.0000400

Traffic Signal Conduit, Underground, Type 4, 1" 835.000 LF 4.7500 0.0000 0.0000 0.0000 0.0000410

Traffic Signal Conduit, Underground, Type 4, 2" 45.000 LF 5.6000 0.0000 0.0000 0.0000 0.0000420

Traffic Signal Conduit, Aerial Supported, Type 1, 1" 285.000 LF 7.2500 0.0000 0.0000 0.0000 0.0000430

Traffic Signal Conduit, Underground Drilled or Jacked, 185.000 LF 15.2500 0.0000 0.0000 0.0000 0.0000440

Traffic Signal Conduit, Underground Drilled or Jacked, 85.000 LF 18.8500 0.0000 0.0000 0.0000 0.0000450

Maintenance of Traffic 0.000 LS 14,600.0000 0.0000 0.0000 0.0000 0.0000460

Mobilization 0.000 LS 16,800.0000 0.0000 0.0000 0.0000 0.0000470


